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report or excess emission report other-
wise required after the initial occur-
rence of the violation of the relevant
standard (which may be the end of any
applicable averaging period). If such
compliance, deviation report or excess
emission report is due less than 45 days
after the initial occurrence of the vio-
lation, the affirmative defense report
may be included in the second compli-
ance, deviation report or excess emis-
sion report due after the initial occur-
rence of the violation of the relevant
standard.
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Where:

Eso = 30 operating day average emissions rate
of NOx, 1b NOx/ton of 100 percent HNOs;

C; = concentration of NOx for hour i, ppmv;

Q; = volumetric flow rate of effluent gas for
hour i, where C; and Q; are on the same
basis (either wet or dry), scf/hr;

P; = total acid produced during production
hour i, tons 100 percent HNOs;

k = conversion factor, 1.194 x 10-7 for NOx;
and

n = number of operating hours in the 30 oper-
ating day period, i.e., n is between 30 and
720.

[77 FR 48445, Aug. 14, 2012; 79 FR 25681, May
6, 2014]

§60.76a Recordkeeping.

(a) For the NOx emissions rate, you
must keep records for and results of
the performance evaluations of the
continuous emissions monitoring sys-
tems.

(b) You must maintain records of the
following information for each 30 oper-
ating day period:

(1) Hours of operation.

(2) Production rate of nitric acid, ex-
pressed as 100 percent nitric acid.

(3) 30 operating day average NOx
emissions rate values.

(c) You must maintain records of the
following time periods:

§60.76a

§60.75a Calculations.

(a) You must calculate the 30 oper-
ating day rolling arithmetic average
emissions rate in units of the applica-
ble emissions standard (Ib NOx/ton 100
percent acid produced) at the end of
each operating day using all of the
quality assured hourly average CEMS
data for the previous 30 operating days.

(b) You must calculate the 30 oper-
ating day average emissions rate ac-
cording to Equation 1:

(Eg. 1)

(1) Times when you were not in com-
pliance with the emissions standards.

(2) Times when the pollutant con-
centration exceeded full span of the
NOx monitoring equipment.

(3) Times when the volumetric flow
rate exceeded the high value of the vol-
umetric flow rate monitoring equip-
ment.

(d) You must maintain records of the
reasons for any periods of noncompli-
ance and description of corrective ac-
tions taken.

(e) You must maintain records of any
modifications to CEMS which could af-
fect the ability of the CEMS to comply
with applicable performance specifica-
tions.

(f) For each malfunction, you must
maintain records of the following in-
formation:

(1) Records of the occurrence and du-
ration of each malfunction of operation
(i.e., process equipment) or the air pol-
lution control and monitoring equip-
ment.

(2) Records of actions taken during
periods of malfunction to minimize
emissions in accordance with §60.11(d),
including corrective actions to restore
malfunctioning process and air pollu-
tion control and monitoring equipment
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§60.77a

to its normal or usual manner of oper-
ation.

§60.77a Reporting.

(a) The performance test data from
the initial and subsequent performance
tests and from the performance evalua-
tions of the continuous monitors must
be submitted to the Administrator at
the appropriate address as shown in 40
CFR 60.4.

(b) The following information must
be reported to the Administrator for
each 30 operating day period where you
were not in compliance with the emis-
sions standard:

(1) Time period;

(2) NOx emission rates (Ib/ton of acid
produced);

(3) Reasons for noncompliance with
the emissions standard; and

(4) Description of corrective actions
taken.

(¢) You must also report the fol-
lowing whenever they occur:

(1) Times when the pollutant con-
centration exceeded full span of the
NOx pollutant monitoring equipment.

(2) Times when the volumetric flow
rate exceeded the high value of the vol-
umetric flow rate monitoring equip-
ment.

(d) You must report any modifica-
tions to CERMS which could affect the
ability of the CERMS to comply with
applicable performance specifications.

(e) Within 60 days of completion of
the relative accuracy test audit
(RATA) required by this subpart, you
must submit the data from that audit
to EPA’s WebFIRE database by using
the Compliance and Emissions Data
Reporting Interface (CEDRI) that is
accessed through EPA’s Central Data
Exchange (CDX) (https:/cdx.epa.gov/
SSL/cdx/EPA Home.asp). You must sub-
mit performance test data in the file
format generated through use of EPA’s
Electronic Reporting Tool (ERT)
(http:/www.epa.gov/ttn/chief/ert/
index.html). Only data collected using
test methods listed on the ERT Web
site are subject to this requirement for
submitting reports electronically to
WebFIRE. Owners or operators who
claim that some of the information
being submitted for performance tests
is confidential business information
(CBI) must submit a complete ERT file
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including information claimed to be
CBI on a compact disk or other com-
monly used electronic storage media
(including, but not limited to, flash
drives) by registered letter to EPA and
the same ERT file with the CBI omit-
ted to EPA via CDX as described ear-
lier in this paragraph. Mark the com-
pact disk or other commonly used elec-
tronic storage media clearly as CBI and
mail to U.S. EPA/OAPQS/CORE CBI Of-
fice, Attention: WebFIRE Adminis-
trator, MD C404-02, 4930 Old Page Rd.,
Durham, NC 27703. At the discretion of
the delegated authority, you must also
submit these reports to the delegated
authority in the format specified by
the delegated authority. You must sub-
mit the other information as required
in the performance evaluation as de-
scribed in §60.2 and as required in this
chapter.

(f) If a malfunction occurred during
the reporting period, you must submit
a report that contains the following:

(1) The number, duration, and a brief
description for each type of malfunc-
tion which occurred during the report-
ing period and which caused or may
have caused any applicable emission
limitation to be exceeded.

(2) A description of actions taken by
an owner or operator during a malfunc-
tion of an affected facility to minimize
emissions in accordance with §60.11(d),
including actions taken to correct a
malfunction.

Subpart H—Standards of Perform-
ance for Sulfuric Acid Plants

§60.80 Applicability and designation
of affected facility.

(a) The provisions of this subpart are
applicable to each sulfuric acid produc-
tion unit, which is the affected facility.

(b) Any facility under paragraph (a)
of this section that commences con-
struction or modification after August
17, 1971, is subject to the requirements
of this subpart.

[42 FR 37936, July 25, 1977]

§60.81 Definitions.

As used in this subpart, all terms not
defined herein shall have the meaning
given them in the Act and in subpart A
of this part.
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